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Module HC 144
450-460 Watt

Positive power tolerance of 0~+3%

HALF CELL - MONO PERC 144 CELL
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1ISO9001:2015 certified factory UL61730 certified product

KEY FEATURES

ENGINEERING DRAWINGS

I““““I Multi Busbar Solar Cell 1038 mm 35 mm A-A
|IIIIIIIII Multi busbar solar cell adopts new technology 8-15.5 mm § T ] e
to improve the efficiency of modules, offers a Ground hole i £
better aesthetic appearance, making it perfect for /1 3
rooftop installation. 8-9 mm x 14 mm W0 =
Mounting hole "
Q High Efficiency BB
Q Higher module conversion efficiency (up to 21.20%) | H— cle [—]
——=2J  benefit from half cell structure (low resistance g g cle £
characteristic). e o o= IS Slolk 3
O O
QD HIB
A1
. 4-7 mm x 10 mm M 23.1 mm
e PID Resistance Mountinghole Alla
‘2 1 Excellent Anti-PID performance guarantee limited H I
257 power degradation for mass production. 2mm _8mm
989 mm
1] 6\«\
£ Gl
Low-light Performance 16-3.5mm x 8.5 mm s
‘\ ) Drainage hole I ookl ||
Advanced glass and cell surface textured design @
Low ucHt ensure excellent performance in low-light

environment.

PACKAGING CONFIGURATION

TIT] Severe Weather Resilience

2400 Pa Certified to withstand: wind load (2400 Pascal)
Sl and snow load (5400 Pascal). (TWO pa”etS _ One StaCk)
) Durability Against Extreme 31pcs/pallet, 62pcs/stack, 775pcs/53FT Truck

/| Environmental Conditions

RESISTANT High salt mist and ammonia resistance.




