
Advancing the Power of the Sun



BVM6610M-265 BVM6610M-270 BVM6610M-275 BVM6610M-280

Maximum Power (Pmax) 192W 197W 200W 204W

Maximum Power Current (Imp) 6.81A 6.91A 6.99A 7.05A

Maximum Power Voltage (Vmp) 28.2V 28.5V 28.7V 28.9V

Short Circuit Current (Isc) 7.31A 7.39A 7.48A 7.54A

Open Circuit Voltage (Voc) 34.8V 35.0V 35.2V 35.5V

NOCT: AM1.5, Irradiance 800W/m2, 20°C, Wind speed 1m/s

BVM6610M-265 BVM6610M-270 BVM6610M-275 BVM6610M-280

Maximum Power (Pmax) 265W 270W 275W 280W

Maximum Power Current (Imp) 8.60A 8.67A 8.77A 8.85A

Maximum Power Voltage (Vmp) 30.9V 31.1V 31.4V 31.7V

Short Circuit Current (Isc) 9.09A 9.20A 9.28A 9.39A

Open Circuit Voltage (Voc) 38.1V 38.2V 38.4V 38.7V

Module Efficiency 16.3% 16.6% 16.9% 17.2%

Power Tolerance 0~+5W 0~+5W 0~+5W 0~+5W

STC: AM1.5, Irradiance 1000W/m2, 25°C


