
Advancing the Power of the Sun



BVM6610M-270 BVM6610M-275 BVM6610M-280 BVM6610M-285

Maximum Power (Pmax) 199W 202W 206W 209W

Maximum Power Current (Imp) 6.90A 6.98A 7.04A 7.16A

Maximum Power Voltage (Vmp) 28.8V 29.0V 29.1V 29.2V

Short Circuit Current (Isc) 7.40A 7.51A 7.59A 7.65A

Open Circuit Voltage (Voc) 35.1V 35.6V 35.8V 36.1V

NOCT: AM1.5, Irradiance 800W/m2, 20°C, Wind speed 1m/s

BVM6610M-270 BVM6610M-275 BVM6610M-280 BVM6610M-285

Maximum Power (Pmax) 270W 275W 280W 285W

Maximum Power Current (Imp) 8.64A 8.74A 8.82A 8.97A

Maximum Power Voltage (Vmp) 31.3V 31.5V 31.7V 31.8V

Short Circuit Current (Isc) 9.20A 9.30A 9.41A 9.48A

Open Circuit Voltage (Voc) 38.1V 38.6V 38.9V 39.2V

Module Efficiency 16.6% 16.9% 17.2% 17.5%

Power Tolerance 0~+5W 0~+5W 0~+5W 0~+5W

STC: AM1.5, Irradiance 1000W/m2, 25°C


