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310 330
D6P_E4A

 Linear Performance Warranty
 - 1-year: 97.5% power output
   then power degradation 0.7% per year till 25th year
 - 25-year: 80.7% power output 
 - 10-year: 91.2% power output
   IEC 61215 / IEC61730, CE, MCS, UL1703, CEC

E330639
MODULE

Certificate Number MCS PV0203 Technology

Withstand strong snow load 5400 Pa / wind load 2400 Pa



Nominal

NSP_1701_Super330_D6P_E4A_WS_ML_v.01Copyright © 2016 NSP Corp. All rights reserved

330 W

17.0%

46.62 V

37.42 V

9.33 A

8.82 A

D6P
310
E4A

310 W

16.0%

45.68 V

36.78 V

8.96 A

8.43 A

D6P
315
E4A

315 W

16.2%

45.91 V

36.94 V

9.06 A

8.53 A

D6P
320
E4A

320 W

16.5%

46.15 V

37.12 V

9.15 A

8.63 A

D6P
325
E4A

325 W

16.7%

46.38 V

37.28 V

9.24 A

8.72 A

23 kg / 39.1 lbs

5400 Pa (Certi�ed by TÜV Rheinland)

DC 1000 V 

Packaging Configuration

3.5%

1956mm (L)1 x 992 mm (W)1 x 35 mm (D)2 / 
77” (L)1 x 39.1” (W)1 x 1.38” (D)2 

30 pcs Per Pallet, 660 pcs Per 40’ HQ container

1  : With assembly tolerance of ± 2 mm [± 0.08”]2  : With assembly tolerance of ± 0.8 mm [± 0.03”]

Anti-re�ective tempered solar glass, 3.2 mm thickness

D6P
330
E4A


